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These Locking Nuts have cutting edges which slice 
through paint coatings on metal enclosures to ensure 
grounding.  Ideal in vibrating installations too.

EMI/RFI Proof  
Locking Nuts

EMI/RFI Locking Nuts - Accessories  
Nickel Plated Brass - Metric / PG Sizes

EMI/RFI Locking Nuts - Accessories  
Nickel Plated Brass - Metric / PG Sizes

 Locking Nuts: (EMI/RFI) Nickel Plated Brass
PG Threads

Part Numbers Thread 
Type 

& Size

Dimensions in Inches (mm)

G H

Thickness Wrench 
Flats

NP-07-BE PG 7 .11 (2.8) .59 (15)
NP-09-BE PG 9 .11 (2.8) .71 (18)
NP-11-BE PG 11 .12 (3) .83 (21)
NP-13-BE PG 13 / 13.5 .12 (3) .91 (23)
NP-16-BE PG 16 .12 (3) 1.02 (26)
NP-21-BE PG 21 .14 (3.5) 1.26 (32)
NP-29-BE PG 29 .16 (4) 1.61 (41)
NP-36-BE PG 36 .20 (5) 2.01 (51)
NP-42-BE PG 42 .20 (5) 2.36 (60)
NP-48-BE PG 48 .22 (5.5) 2.52 (64)

Locking Nuts: (EMI/RFI) Nickel Plated Brass
NPT & Metric Threads

Part Numbers Thread Type 
& Size

Dimensions in Inches (mm)

G H

Thickness Wrench 
Flats

NN-13-BE 1/2” NPT .12 (3) .94 (24)

NM-12-BE M12 x 1.5 .11 (2.8) .59 (15)
NM-16-BE M16 x 1.5 .11 (2.8) .75 (19)
NM-20-BE M20 x 1.5 .12 (3) .94 (24)
NM-25-BE M25 x 1.5 .14 (3.5) 1.18 (30)
NM-32-BE M32 x 1.5 .18 (4.5) 1.42 (36)
NM-40-BE M40 x 1.5 .20 (5) 1.81 (46)
NM-50-BE M50 x 1.5 .20 (5) 2.36 (60)
NM-63-BE M63 x 1.5 .24 (6) 2.76 (70)

Wrench Flat (H)
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F
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(-BR)  
Nickel Plated 
Brass Locking

Nuts

G

Wrench 
Flat (H)

Locking Nuts: Nickel Plated Brass - PG Threads

Part Numbers Thread 
Type 

& Size

Dimensions in Inches (mm)

Nickel Plated Brass

G H

Thickness Wrench 
Flats

NP-07-BR PG 7 .11 (2.8) .59 (15)
NP-09-BR PG 9 .11 (2.8) .71 (18)
NP-11-BR PG 11 .12 (3) .83 (21)
NP-13-BR PG 13 / 13.5 .12 (3) .91 (23)
NP-16-BR PG 16 .12 (3) 1.02 (26)
NP-21-BR PG 21 .14 (3.5) 1.26 (32)
NP-29-BR PG 29 .16 (4) 1.61 (41)
NP-36-BR PG 36 .20 (5) 2.01 (51)
NP-42-BR PG 42 .20 (5) 2.36 (60)
NP-48-BR PG 48 .22 (5.5) 2.52 (64)

Locking Nuts: Nickel Plated Brass - NPT & Metric Threads

Part Numbers Thread Type 
& Size

Dimensions in Inches (mm)

Nickel Plated Brass

G H

Thickness Wrench 
Flats

NN-09-BR 3/8” NPT .14 (3.5) .75 (19)
NN-13-BR 1/2” NPT .12 (3) .94 (24)
NN-21-BR 3/4” NPT .14 (3.5) 1.18 (30)
NN-29-BR 1” NPT .14 (3.5) 1.38 (35)

NM-12-BR M12 x 1.5 .11 (2.8) .59 (15)
NM-16-BR M16 x 1.5 .11 (2.8) .75 (19)
NM-20-BR M20 x 1.5 .12 (3) .91 (23)
NM-25-BR M25 x 1.5 .14 (3.5) 1.14 (29)
NM-32-BR M32 x 1.5 .16 (4) 1.42 (36)
NM-40-BR M40 x 1.5 .18 (4.5) 1.77 (45)
NM-50-BR M50 x 1.5 .22 (5.5) 2.17 (55)
NM-63-BR M63 x 1.5 .24 (6) 2.76 (70)
NM-75-XL M75 x 1.5 .31 (8) 3.35 (85)

Wrench 
Flat (H)

G

(-ST) 
Zinc Plated 

Steel Locking 
Nuts

Locking Nuts: Zinc Plated Steel - NPT Threads

Part Numbers Thread 
Type 

& Size

Dimensions in Inches (mm)

Zinc Plated Steel

G H

Thickness Wrench Flats

NN-10-ST 1” NPT .24 (6) 1.73 (44)
NN-34-ST 1-1/4” NPT .20 (5) 2.01 (53)
NN-36-ST 1-1/2” NPT .16 (4) 2.19 (55.5)
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Locking Nuts - Accessories
Nickel Plated Brass/Zinc Plated Steel - NPT/Metric/PG
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