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WHole Plugs: Mushroom - NPT/Metric & PG Threads

Part Numbers Thread 
Type 

& Size 
 
 

Dimensions in Inches (mm)
-4°F to 203°F  

(-20°C to 95°C) A D H W

(Mushroom Plug)

Plug  
Diameter

Dome 
Height

Overall 
Height

Dome 
Width

PV-07-BX PG 7 / M12 x 1,5 .25 (6.3) .18 (4.5) .45 (11.5) .37 (9.5)
PV-09-BX PG 9 / M16 x 1.5 / 3/8” NPT .31 (7.8) .22 (5.5) .53 (13.5) .43 (11)
PV-11-BX PG 11 / M16-E .39 (9.8) .22 (5.5) .57 (14.5) .53 (13.5)
PV-13-BX PG 13 / M20 x 1.5 / 1/2” NPT .46 (11.8) .32 (8) .71 (18) .63 (16)
PV-16-BX PG 16 / 1/2” NPT-E / M20-E .54 (13.8) .35 (9) .75 (19) .73 (18.5)
PV-21-BX PG 21 / M25 x 1.5 / 3/4” NPT .70 (17.8) .43 (11) .87 (22) .87 (22)
PV-29-BX PG 29 / M32 x 1.5 / 1” NPT / 1 1/4” NPT .98 (25) .39 (10) .98 (25) 1.14 (29)
PV-36-BX PG 36 / M40 x 1.5 / 1 1/4” NPT 1.26 (32) .43 (11) 1.10 (28) 1.50 (38)
PV-42-BX PG 42 / M50 x 1.5 1.50 (38) .47 (12) 1.18 (30) 1.69 (43)
PV-48-BX PG 48 / M63 x 1.5 1.73 (44) .47 (12) 1.18 (30) 1.93 (49)

* Note: Mushroom Plugs should only be used in cable glands with standard inserts.
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Mushroom Hole Plugs - Accessories 
Elastomer - NPT / Metric / PG - ATEX / IECEx / Ex-e
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